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LH72 Change of display resolution (polarity)

The operation method for changing the display resolution differs depending on the purpose and conditions of the change.
Select the purpose and conditions to be changed from the table below and perform the operation.

Purpose of change Operation Explanation

Ch_ange_the polarity_ f_or each i_nput axis Basic settings = Addition display = Change Cha_nge the selection of addition display in the basic

while using the addition function settings

Change the measurement unit resolution Change the length measurement unit resolution in

Basic setting = Measurement unit resolution = Change the basic settings. And check the display resolution

in the detailed settings.

Change the display resolution Detailed settings = Display resolution = Change S:t:rr:g: the display resolution in the detailed

Chang§ theld|spllay-polar|ty Detailed settings = Display resolution = Change polarity Cha_nge the display resolution in the detailed

(Counting direction is reversed) settings

Diameter display (double count value) Detailed settings = Display resolution = Diameter display Qhange to‘diametgr display with display resolution
in the detailed settings

* If you do not know the output resolution of the measurement unit, refer to the separate "Initial setup manual”.

Basic settings = Addition display = Change

® LH72-3 | =

Set to basic setting mode.

01 0|0 O 01 Of

Turn (I) key "ON" while the AC adapter is energized.

Press and hold key for 3 seconds after the lamp changes from blinking to off.
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The display will be . (additional display). Power ON About 2 sec

When the display islﬁjl_El, press key to select the addition display. Addition display (input conditions to

. be displayed on the Z axis)
Press key to select a condition. s 3 o)
X 7 i e Input 2
i ; cfidd -3 o Input 3
When you have made your selection, press key to save your settings. ) O p
- Input 2 + Input 3
To finish the basic settings, follow steps @ and @ below. oo . o 8 Input 2 - Input 3
\ 6 J Input 3 - Input 2
@ ) - (input 2 + Input 3)

Switch from basic settings to normal count mode.

Press key once and the display will changeto | | 1/

Press . key once and the display will change to F

If you press key once, it will automatically enter the advanced setting mode and display.
Press key to enter normal count mode.
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Basic setting = Measurement unit resolution = Change

® R |

LH72-3 :

Set to basic setting mode.

Turn key “ON” while the AC adapter is energized.

Press and hold

The display will be . (additional display).

key for 3 seconds after the lamp changes from blinking to off.

@

Press key twice.
i
The display will be 5 o FES (measurement unit resolution).

Press key to check the current measurement unit resolution.

Display of meas(tll_rl_e'ment unit resolution

About 2 sec
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Press key of the axis you want to change and select . ulig
the measurement unit resolution. Input 2 s e}
e 05 ulg

When you have made your selection, press key to save your settings. "ﬂ& [ e U 5 =0
J ug

Selection of measurement
unit resolution

Standard Expansion
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Switch from basic settings to normal count mode.
Press key once and the display will change to

Press key once and the display will change to F

Press

Press key, the display becomes the normal display.
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Extended key

key once to automatically switch to advanced settings mode. The display will be .

Selection of display resolution

The display will be m . (Detailed setting mode)

Extended key

Expansion

NOTE 1 NOTE 2 —_———————
= = = a i i mnn 1
Detailed settings = Display resolution = Change Length display  Angle display | i
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Set to the detailed settings mode. I u ,n“n;fn“n i : 20Eq :
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Press key while the normal count mode is energized. : I 1 :
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Press key once to display the display resolution of each axis.

the basic settings.

NOTE 1: Selection of a value smaller than the basic setting measurement unit
resolution is not displayed.

NOTE 2: The angle display can be set when the angle resolution is selected in

Press key of the axis you want to change and select the resolution.

Please note thatthe = (2 ¢ lamp lights up once every two times and the diameter display is set.

When you have made your selection, press key to save your settings.

Press key to return to the normal counting state.

Diameter display
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Detailed settings = Display resolution = Change polarity
)

Set to advanced mode.

Example of changing the polarity of the display in the middle row
Press key in normal count mode
Change polarity
The display will be . Before After
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Press key once to get the display resolution of each axis.
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Press key for the axis for which you want to change the polarity,
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and then press key.
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When you have made your selection, press key to save your settings.

Press key to return to the normal counting state.

Detailed settings = Display resolution = Diameter display

@

Set to advanced mode.

Diameter display
key in normal count mode /
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The display will be . xl d5 u O

Onas Rese
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Press key once to get the display resolution of each axis. IU u o)

Press

Press key of the axis you want to change to the diameter display and turn on the O qb lamp.
If the resolution changes, press key again.

When you have made your selection, press key to save your settings.

Press

key to return to the normal counting state.
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