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LH72 Initial setup (Example)
Disp|av unit: LH72_3 (3 axes input) gir;iiesiwistr:‘ozr:;t::.s, set the X-axis with 1 axis and the

The detailed settings are the factory default settings.

Setting conditions
. Setting items Setting value (selection)
ADD(Addition display) Add 1 axis model is not displayed
Basi Destination COURT-Y) Japan JPI
asic
. . settings | Measuring unit L ES 0.5um
¥ nc
Measuring unit resolution 510 L
GB-ER (X axis, Z1 axis) ) )
’ Display resolution* r -defaun 0.5um il
Output resolution: 0.5um . d5F rES
and polarity
- :
SoL1t10(tZ1 ax'ls‘)t_ P'-fgc Scaling CCRL TG 1 time (1.000000) T
utput resolution: m
P H Compensation value Err SET No setting (OFF) E-r OFF
ES?B;R §@ X axis Detailed | Fiicker control FL ITHEF|(default) Strong  (2) ’
m o o] X settings -
GB-ER B Sleep Gl FFP ||(default) No setting (OFF) OFF
L@@ 3 €2 ] §©J Z1 axis * The initial value is the measurement unit resolution set in the basic settings.
PL20C sio
Z2 axis

START

Set to basic setting mode

When the power is turned on for the first time : :
after shipment from the factory When you want to change the basic settings

Connect the AC adapter and AC adapter is energized.
Turn on the primary power supply Turn on d) key, the LED light changes from “blinking” to “off” and then

(Not ||

Press and hold key for 3 seconds.

S8 | The following display appears

'3

AC primary power source

For LH72-3

About 2 sec ____.______} (‘)

~ Selection of addition function
@ —>- Input-2
woyis [ Add] s ' |
When the display is o , press the key on the right side once. ;
Input-3

The display will be . (No addition, Z-axis input-2)) |
E d Input-2 + Input-3
Press key to select the addition function.. ! ]
00 Id- 4 Input-2— Input-3
Select to set the Z-axis display to input-2 + input-3. : L Dd Pu pu

]
-2Rdd Input-3 — Input-2

|
¥ :"H /-9 —(nput-2 + Input-3)
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When you have made your selection, press to save your settings.
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Continued on the next page i
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Press key once and the display will changeto L LLLIIT 11 H . (Destination selection mode).

Press

key on the right side of the display once..

The display will change to .
Press the key twice to set the destination selection to III .

When you have made your selection, press

to save your settings.

Press key once. The display will be 5 {6 rES . (Measurement unit resolution)

Press key on the right side of the display once to check the current measurement unit resolution.
Confirm that the resolution of input-1 and input-2 is 0.5 ym.

Change the resolution of input 3 from 0.5 pm to 10 pm.

Press key on the right side of input-3 6 times to select 10 ym.

Before After
When you have made your selection, press to save your settings.

| t-1 s T S oS o8 Ly
npu_> x ns 9 X nS 9
: . L uJd ulj L Ul ulg
Length display resolution o os e o o8 e
Input-2 |5 O == 0
il nS = I S =
Lr uly L L ula
k! TO0L MASTER 100 WO, TOOLVASTER
Input-3 i ”5 9 ,’Q B 9

Length measuring unit to connect
Input 1: X-axis, resolution 0.5 um (GB-ER)
Input 2: Z1 axis, resolution 0.5 ym (GB-ER)
Input 3: In the case of Z2 axis, SL110 + PL20C, the resolution is changed
from 0.5 ym to 10 ym.

Press

i
Press key once, the display will change to i .

®

Press

1L U
key once, it will automatically switch to the advanced setting mode and the display will change to .

Press key once and check that the display resolution is set to the correct resolution setting.

(If you change the polarity, press key) Diameter display

Input 1 is X-axis, so change it to diameter display. /

OABS o o och

You can select the resolution and diameter indicator lamp by pressing the X-axis key. * 85 U g
L om oh __fe

When the selection is complete, press key to save the settings. & n 5 9
L u o)

ITa] O

@ ooy 6

When you press

key, the display becomes the normal display. Confirmation of resolution

This completes the initial settings
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